
HPL Collection



Conventional interior frontals and furniture 
tops have to be cleaned constantly to rid 

them of fingermarks. This is no longer 
necessary with the new Invisible Touch HPL. 

No matter how many hands touch the  
surface, no matter how many times the 

laminate is exposed to scratches, 
any traces or marks will not be visible. 

The special overlay film with a highly 
functional anti-fingerprint coating is 

responsible for the great optics, haptics 
and functionality of the HPL. The surface 
has a premium look thanks to its velvety 

matt finish, low light reflectivity 
and a pleasant soft to the touch feel. 
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FeaturesApplication

HEAT RESISTANT

INTERIOR FRONTALS

ANTI-FINGERPRINT

INTERIOR TOPS

KITCHEN TOPS

EASY TO CLEAN STAIN RESISTANT

HYGIENIC

WATER  RESISTANT

High pressure decorative laminates intended for connection to a support substrate
in order to obtain composite product. They feature an attractive and aesthetic
appearance high resistance to surface abrasion, impact and scratch resistance
to moisture, heat, cold and stains, have good dimensional stability, do not corrode.

HPL Collection

Board Size



Velvety texture with a luxurious soft-touch 
tactile effect and an anti-fingerprint finish. 

AF Authentic FineNEW TEXTURE

Decor Range

K8685 AF Snow White

K190 AF Black

K7045 AF Satin

K112 AF Stone Grey

K5981 AF Cashmere K096 AF Clay Grey

K162 AF Graphite Grey K6299 AF Cobalt Grey

0244 AF Petrol K8984 AF Navy Blue K166 AF Basalt

K171 AF Slate Grey



K190 AF Black

K8685 AF Snow White



K171 AF Slate Grey K166 AF Basalt



K112 AF Stone Grey

K162 AF Graphite Grey



K5981 AF Cashmere

K6299 AF Cobalt Grey



K096 AF Clay GreyK7045 AF Satin



0244 AF Petrol

K8984 AF Navy Blue



Parameter Unit Standard Requirements value

Thickness mm EN 438-2.5 0.5 ≤ t ≤ 1.0 ± 0.1
1.0 < t < 2.0 ± 0.15

Length mm EN 438-2.6 + 10 / -0

Width mm EN 438-2.6 + 10 / -0

Flatness mm/m EN 438-2.9 ≤ 60

Straightness of edges mm/m EN 438-2.7 ≤ 1.5

Squareness mm/m EN 438-2.8 ≤ 1.5

Resistance to surface abrasion IP (rpm) EN 438-2.10 ≥ 150

Resistance to impact with large diameter ball Drop height (mm) EN 438-2.21 ≥ 800

Scratch resistance 
Appearance

EN 438-2.25

Smooth finishes ≥ 2

Textured finishes 0≥ 3
Grade Acrylic Ultramatt finish ≥ 3

Dry heat resistance
Appearance

EN 438-2.16

SQ finish ≥ 3

Textured finishes ≥ 4 
Grade Acrylic Ultramatt finish ≥ 4

Resistance to wet heat
Appearance

EN 438-2.18

SQ finish ≥ 3

Textured finishes ≥ 4 
Grade Acrylic Ultramatt finish ≥ 4

Resistance to staining 
Group 1 and 2, grade 

EN 438-2.26 
≥ 5 

Group 3, grade ≥ 4

Postformability, Only HGP type

Radius, (mm) 
Transversal direction EN 438-2.31

-31

≤ 10 x t

Radius, (mm) 
Parallel direction ≤ 20 x 

Density g/cm3 EN ISO 1183-1 ≥ 1.35

Fire class Classification EN 13501-1 HGF: B-s1, d0 HGS, HGP: C-s1. d0

The content of this table is based on practical experiences as well as on our own investigations and conform to our current level of knowledge. They serve for information 
purposes and do not contain any assurances of product characteristics or suitability for certain application purposes. We strongly recommend to obtain expert advice 
regarding compliance with your local Kronospan representative. Kronospan does not accept any warranties or claims related to this document.

Technical Data Color Matches

Product Overview

The color system codes RAL, NCS and PMS (Pantone) represent the closed match to the decor and should be used as guideline only.

Number Texture Decor name RAL NCS PMS

K112 AF Stone Grey 7047 S 2000-N -

K162 AF Graphite Grey 7015 S 6500-N Cool Grey 10 C

K166 AF Basalt - - -

K171 AF Slate Grey - - -

K190 AF Black 9004 S 8502-B Process Black C

0244 AF Petrol - S 6020-B30G -

K5981 AF Cashmere 9002 S 2005-Y60R 7528 C

K6299 AF Cobalt Grey 7039 S 6502-Y 417 C

K7045 AF Satin - - -

K8984 AF Navy Blue 5011 S 7020-R80B 533 C

K8685 AF Snow White 9016 S 0500-N -

K096 AF Clay Grey - S 4005-Y20R 7530 C



Kronospan surfaces from the Invisible Touch collection are extremely hygienic and easy to maintain. As a general rule, 
any dirt or stains should be removed from the surface immediately with a damp cloth. 
Surface cleaning:
To achieve a streak-free surface, it is recommended to work the entire surface into a light lather using a cleaning eraser 
sponge (melamine sponge), then clean it with a sponge or cloth and clear water. Please dry the wet surface by rubbing it 
with a terry cloth or similar cloth. Alternatively, laundry detergent dissolved in water can also be used for quick and easy 
cleaning.
Not recommended::
The following agents can permanently damage the surface and must therefore not be used for cleaning:
• No scouring or abrasive agents (e.g. stainless steel pads, sponges with an abrasive fleece, cream cleansers, scouring
powder, etc.)
• No highly concentrated acids or alkalis
• No cleaning agents such as sanitary cleaners or chlorine-based cleaners
• No polishing agents
In any case, use cleaning agents sparingly and carefully, applying them only to the soiled area.
Under no circumstances should they be left to act on the surface for an extended period.
Laminate surfaces should not be used as a cutting surface, as knife cuts can leave marks even on durable HPL.
Always use a cutting board. Always wipe away any water (moisture) in the joint area.

Care & Cleaning Recommendations

Kronospan laminates with an anti-fingerprint surface are used for coating standard wood-based materials such as 
particleboard, MDF and plywood panels.
The laminate boards can be processed using commercially available urea resin adhesives and dispersion adhesives, in 
both hot and cold processes, in accordance with the manufacturer’s instructions.
When using contact adhesives, the specific application must be approved by the adhesive manufacturer. Kronospan 
laminates from the Invisible Touch collection are not suitable for postforming.

Processing

The boards should be stored in a dry, clean and roofed placing, at temperatures of 15-25 °C.
The material should be acclimatized 72 hours prior to use at room.
It is recommended to store in the original Kronospan packaging, on pallets. 
In the case of foiled laminates, the foil should be removed immediately after assembly.
The boards should be stored without extra load on the flat surface.

Storage
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