
Quality requirements

Price reduction:

-10% -20% -30% 50% - 100%

Type of Wood - - - -

Size - - - -

Fraction
< 100 mm

> 500 mm
max. 30%

< 10 mm

> 100 mm
max. 30% > 30% > 40% > 50% -

PB content < 20% < 20% < 20% < 20% < 20% < 20% ≤ 30% ≤ 40% ≤ 50% > 50%

MDF/HDF content ≤ 10% ≤ 15% ≤ 20% > 20%

Water content ≤ 30% ≤ 35% ≤ 40% > 40%

Weight < 170 kg/RM < 190 kg/RM < 220 kg/RM < 280 kg/RM - - - -

Plastics and rubber - ≥ 2% - > 5%

Mineral content ≥ 2% > 5% > 10% > 15%

Metal contamination ≥ 2% > 5% > 8% > 10%

Other impurities (e.g. paper, glass) - ≥ 2% - > 5%

Putrefaction, mold, fossils - ≥ 1% - > 2%

Impermissible / return of goods Impermissible*

< 2%

< 2%

A1/green list A2/amber list

Material group 14 Material group 17 Material group 18

UNCRUSHED PRECRUSHED CHIPS

A1/green list A2/amber list

Wood impregnated with hazardous substances (e.g. halogenorganic compounds) including railway 

sleepers, telegraph poles, tarred and oiled wood

< 1%

< 2%

permissible typical

< 2%

no restrictions

Price reductions:

< 5%

< 22%

as per the classification A1-green list / A2-amber list

no restrictions 100 mm - 500 mm 10 mm - 100 mm

no restrictions

Claim in case of quality deficiencies (any one 

of the parameters)
Reject material*

A1/green list A2/amber list


